Fosnova

New FOSNOVA products 2011
With
ELITE discharge lamps

for art, store and showcase illumination
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most important lighting sources for technical interior lighting are
showing impressive improvements. Only to mention spotlights, for
example, compact discharge lamps are making giant leaps forward.

Though innovation seems to be a prerogative of LEDs, today the

Disano and Fosnova, in particular, are fully grasping the potential of
this innovation, including it in its catalogue to offer ever-more profes-
sional solutions to keep up with the future.

Compact discharge lamps: the latest lighting innovation.

90 Im/W efficiency 102-110/W eff
Ra 85 Ra 90
Vita 12K Vita 15K hr
Mant. @ 12K hr 60% | Mant. @ 12K hr 83%

Compact discharge lamps: G12, G8.5

G12 Standar Eff. Lm/W
35W 3300Im 102
SO0W 5400Im — 110 circa
70W 6600Im 7800Im 105
100W 110 circa
150W 14000Im 93
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The 150W model is no longer 5400Im is the luminous flux of
an interior lighting fixture a standard JM TS 70W
\/

The 100W version will replace the 150W, the 11000Im
output is more than sufficient for interior lighting

MASTERColour CDM-T Elite T00W/930
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'Fosnova
LIGHT

well-defined, white
bright light, with an
extraordinary energy
efficiency.

IDEAL

For the lighting of sto-
res, shop windows
and showcases whe-
re the aimis to impress
potential buyers.

REMARKABLE

Energy savings with
excellent light quality.

DURABILITY

longer service life



Fosnova uses latest-generation lamps:

OLD G12 NEW ELITE
70W SOW

REPLACE AND SAVE 23W

OLD NEW
CDM-T/TC CDM-T/TC
150W 100W ELITE
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REPLACE AND SAVE 50W l

Fosnova

S50W

SIMILAR LUMEN LEVEL
AFTER 2,000h

BETTER LIGHT QUALITY:
Ra=90

SERVICE LIFE IS EXTEN-
DED UPTO 25%

ENERGY COSTS ARE
REDUCED BY 31%

100W

SIMILAR LUMEN LEVEL
AFTER 2,000h

BETTER LIGHT QUALITY:
Ra =90

SERVICE LIFE IS EXTEN-
DED UPTO 25%

ENERGY COSTS ARE
REDUCED BY 33%
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INTERIOR
FLOODLIGHTS

! Housing: die-cast aluminium.
/ o |5 =T g;gtsjsser: protection clear tempered
= COM-TC..MT '
—o E:l ETEL G85 Supplied with electronic ballast.
} T A2

Vision C+M - Narrow Beam - Omnitrack

CELL-F LONG version CELL-F SHORT version Lamps (Ta=25°C) CDM’TC
wattage/W colour weight code weight code Kelvin - glm - Ra Em\z
CDM-TC Elite 50 | white 2,00 22700411-00 1,90 22700413-00 ¢ | 50
CDM-TC Elite 50 | black | 200 | 2270043100 | 190 22700433-00 3000k - 500 M Narrow
CDM-TC Elite 50 | m. silver 2,00 22700471-00 1,90 22700473-00 Beam
Reflector: in oxidized and faceted aluminium
Vision C+M - Medium Beam - Omnitrack

CELL-F LONG version CELL-F SHORT version Lamps (Ta=25°C) CDM'TC
wattage/W colour weight code weight code Kelvin - glm - Ra Eg\f]
CDM-TC Elite 50 | white 2,00 22700412-00 1,90 22700414-00 3000 K - 5500 |
CDM-TC Elite 50 | black 2,00 22700432-00 1,90 22700434-00 RG 90 -2 4°m ) Medium
CDM-TC Elite 50 | arg.met | 2,00 22700472-00 1,90 22700474-00 Beam
Reflector: in oxidized aluminium with semi-spherical facets.
Vision C+M - Wide Beam - Omnitrack

CELL-F LONG version CELL-F SHORT version Lamps (Ta=25°C) CDM-TC
wattage/W colour weight code weight code Kelvin - glm - Ra Elite
CDM-TC Elite 50 | white 2,00 22700416-00 1,90 22700417-00 3000 0! Sow
CDM-TC Elite 50 | black 2,00 22700436-00 1,90 22700437-00 ROK;O5§ P Wide
CDM-TC Elite 50 | arg.met 2,00 22700476-00 1,90 22700477-00 Beam
Reflector: in oxidized and faceted matt aluminium




Vision C+M - Narrow Beam - Base
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CDM-TC..MT
G8,5

Fosnova

Housing: die-cast aluminium.
Diffuser: protection clear tempered

glass.

Supplied with electronic ballast.

CDM-TC
Elite
50W

Narrow
Beam

CDM-TC
Elite
50W

1057
959

Medium [

Beam

35°

B e

CELL LONG version CELL SHORT version Lamps (Ta=25°C)
wattage/W colour weight code weight code Kelvin - gim - Ra
CDM-TC Elite 50 | white 1,90 22800411-00 1,90 22800413-00

" 3000K - 5500 Im
CDM-TC Elite 50 | black 1,90 22800431-00 1,90 22800433-00 RG 90 - 10°
CDM-TC Elite 50 | m. silver | 1,90 22800471-00 1,90 22800473-00
Reflector: in oxidized and faceted aluminium
Vision C+M - Medium Beam - Base

CELL LONG version CELL SHORT version Lamps (Ta=25°C)
wattage/W colour weight code weight code Kelvin - glm - Ra
CDM-TC Elite 50 | white 1,90 22800412-00 1,90 22800414-00
CDM-TC Elite 50 | black | 1,90 | 2280043200 | 1,90 22800434-00 3022K9'05_5220'm
CDM-TC Elite 50 | m. silver | 1,90 22800472-00 1,90 22800474-00
Reflector: in oxidized aluminium with semi-spherical facets.

Vision C+M - Wide Beam - Base

CELL LONG version CELL SHORT version Lamps (Ta=25°C)
wattage/W colour weight code weight code Kelvin - glm - Ra
CDM-TC Elite 50 | white 1,90 22800416-00 1,90 22800417-00
CDM-TC Elife 50 | Dlack | 190 | 2280043600 | 1,90 22800437-00 300K 5a m
CDM-TC Elite 50 | m. silver | 1,90 22800476-00 1,90 22800477-00

Reflector: in oxidized and faceted matt aluminium

CDM-TC
Elite
50W

Wide
Beam
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Vision E+N - Medium Beam - Omnitrack

CELL-F Lamps (Ta=25°C) CDM-T
wattage/W colour weight code Kelvin - glm - Ra Elite
CDM-T Elite 100 | whife 2,80 22700912-00 100w
CDM-T Elite 100 | black 2,80 22700932-00 3000K - 11000 Im - Ra 90 Medium ||
CDM-T Elite 100 | m. silver 2,80 22700972-00 Beam
Reflector: in oxidized aluminium with semi-spherical facets.
Vision E+N - wide Beam - Omnitrack

CELL-F Lamps (Ta=25°C) CDM-T
wattage/W colour weight code Kelvin - glm - Ra Elite
CDM-T Elite 100 | white 2,80 22700913-00 100W
CDM-T Elite 100 | black 2,80 22700933-00 3000K - 11000 Im - Ra 90 Wide
CDM-T Elite 100 | m. silver 2,80 22700973-00 Beam
Reflector: in oxidized and faceted matt aluminium

& |P40Kko7

/
L ‘__1," Housing: die-cast aluminium.
) = Diffuser: protection clear tempered
glass.
|:|:::] -:—_EL CD’\(/IB-I{MT Supplied with electronic ballast.
¢ ~ A2

Vision E+N - Medium Beam - Base

CELL Lamps (Ta=25°C) CD,M'T
wattage/W colour weight code Kelvin - glm - Ra ]%lgsv
CDM-T Elite 100 | white 2,90 22800912-00
CDM-T Elite 100 | black 2,90 22800932-00 3000K - 11000 Im - Ra 90 Medium [
CDM-T Elite 100 | m. silver 2,90 22800972-00 Beam
Reflector: in oxidized aluminium with semi-spherical facets.
Vision E+N - wide Beam COMT

CELL Lamps (Ta=25°C) Elite
wattage/W colour weight code Kelvin - glm - Ra 100W
CDM-T Elite 100 | white 2,90 22800913-00
CDM-T Elite 100 | black 2,90 22800933-00 3000K - 11000 Im - Ra 920 Wide
CDM-T Elite 100 | m. silver 2,90 22800973-00 Beam
Reflector: in oxidized and faceted matt aluminium




Vision C+M
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CELL Lamps (Ta=25°C)
wattage/W colour weight code Kelvin - glm - Ra
CDM-TC Elite 50 white 1,80 22701711-00
CDM-TC Elite 50 black 1,80 22701731-00 3000K - 5500 Im - Ra 90 - 24°
CDM-TC Elite 50 | argmet. | 1,80 22701771-00

Fosnova

Housing: die-cast aluminium.
Diffuser: protection clear tempered
glass.

Supplied with electronic ballast.
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Matrix B3 - Narrow Beam - Omnitrack

& P40k V=
| 185 |

170

10° ?«D‘ =TI

o] |:|:::| . CDM-TC..MT
= G8,5
) Y.

CELL-F Lamps (Ta=25°C)
wattage/W colour weight code Kelvin - glm - Ra
CDM-TC Elite 50 white 1,80 22100610-00
CDM-TC Elite 50 black 1,80 22100630-00 3000K - 5500 Im - Ra 90 - 10°
CDM-TC Elite 50 m. silver 1,80 22100670-00

Reflector: in oxidized and faceted aluminium

Matrix B3 - Medium Beam - Omnitrack

CELL-F Lamps (Ta=25°C)
wattage/W colour weight code Kelvin - glm - Ra
CDM-TC Elite 50 white 1,80 22100617-00
CDM-TC Elite 50 black 1.80 22100637-00 3000K - 5500 Im - Ra 90 - 24°
CDM-TC Elite 50 m. silver 1,80 22100677-00

Reflector: in oxidized aluminium with semi-spherical facets.

Matrix B3 - wide Beam - Omnitrack

Fosnova

Housing: die-cast aluminium.

Diffuser: protection clear tempered

glass.

Supplied with electronic ballast.

CDM-TC |95

Elite
50W

Narrow
Beam

CDM-TC
Elite
50W

Medium
Beam

CELL-F Lamps (Ta=25°C)
wattage/W colour weight code Kelvin - glm - Ra
CDM-TC Elite 50 white 1,80 22100614-00
CDM-TC Elite 50 black 1,80 22100634-00 3000K - 5500 Im - Ra 90 - 40°
CDM-TC Elite 50 m. silver 1,80 22100674-00

Reflector: in oxidized and faceted matt aluminium

CDM-TC
Elite
50W

Wide
Beam

INTERIOR
FLOODLIGHTS




Matrix B3 - Narrow Beam - Base
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CELL Lamps (Ta=25°C)
wattage/W colour weight code Kelvin - glm - Ra
CDM-TC Elite 50 | white 1,70 22200610-00
CDM-TC Elite 50 black 1,70 22200630-00 3000K - 5500 Im - Ra 90 - 10°

CDM-TC Elite 50 | m. silver 1,70

22200670-00

Reflector: in oxidized and faceted aluminium

Matrix B3 - Medium Beam - Base

CELL Lamps (Ta=25°C)
wattage/W colour weight code Kelvin - glm - Ra
CDM-TC Elite 50 | white 1,70 22200617-00
CDM-TC Elite 50 black 1,70 22200637-00 3000K - 5500 Im - Ra 90 - 24°

CDM-TC Elite 50 m. silver 1,70

22200677-00

Reflector: in oxidized aluminium with semi-spherical facets.

Matrix B3 - wide Beam - Base

CELL Lamps (Ta=25°C)
wattage/W colour weight code Kelvin - glm - Ra
CDM-TC Elite 50 | white 1,70 22200614-00
CDM-TC Elite 50 black 1,70 22200634-00 3000K - 5500 Im - Ra 90 - 40°

CDM-TC Elite 50 | m. silver 1,70

22200674-00

Reflector: in oxidized and faceted matt aluminium

Fosnova

Housing: die-cast aluminium.
Diffuser: protection clear tempered
glass.

Supplied with electronic ballast.
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INTERIOR
FLOODLIGHTS

q“ Ny ' Housing: die-cast aluminium.
?%0 L= = Diffuser: protection clear tempered
10° S lass.
ol — CDM-TC...MT 9
E:j = G85 supplied with electronic ballast.
4 T A2
Leo 4 - Narrow Beam - Omnitrack
CELL-F Lamps (Ta=25°C) CDM-TC
wattage/W colour weight code Kelvin - glm - Ra ngv‘?/
CDM-TC Elite 50 | white 2,10 22710310-00
- K - Im - Ra 90 - 10°
CDM-TC Elite 50 | m.siiver | 2,10 | 22710370-00 3000K - 5500Im - Ra 90 - 10 NaTow
Reflector: in oxidized and faceted aluminium Beam
Leo 4 - Medium Beam - Omnitrack ]
CELL-F Lamps (Ta=25°C) CDM-TC
wattage/W colour weight code Kelvin - glm - Ra ng\f/
CDM-TC Elite 50 | white 2,10 22710312-00 o
CDM-TC Elite 50 | m. siver | 2,10 22710372-00 3000K - 5500 |m - Ra 70 - 24 Medium
Reflector: in oxidized aluminium with semi-spherical facets. Beam
Leo 4 - wide Beam - Omnitrack hose/ /- \f,«\/ < < 050
CELL-F Lamps (Ta=25°C) CDM-TC o ' ar
wattage/W colour weight code Kelvin - gim - Ra EICI)TV?/ gg 3:
CDM-TC Elite 50 | white 2,10 22710319-00 65° 65°)
- 3000K - 5500 Im - Ra 90 - 40° X Y
CDM-TC Elite 50 | m. siver | 2,10 22710379-00 m-rd wide s -
Reflector: in oxidized and faceted matt aluminium Beam 455 "}5?3,
35"" 275/ ‘35°
25° 15° 59 5° 157 2%°
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“i‘ Housing: die-cast aluminium.
7};‘0 e ) Diffuser: protection clear tempered
100 | % glass.
e — CDM-TC...MT " . )
E:' E="EL G85 Supplied with electronic ballast.
' A2
[IUS]
Leo 4 - Narrow Beam - Base _ COMIC ggj
CELL Lamps (Ta=25°C) Elite 85"
wattage/W colour weight code Kelvin - glm - Ra 50W
CDM-TC Elite 50 | white 2,10 22810310-00 "
CDM-TC Elite 50 | m. siiver | 2,10 22810370-00 3000K - 5500 Im - Ra 90 - 10 Narrow

Reflector: in oxidized and faceted aluminium Beam

Leo 4 - Medium Beam - Base

o
CELL Lamps (Ta=25°C) CDM-TC
wattage/W colour weight code Kelvin - gIm - Ra Elite
CDM-TC Elite 50 | white 2,10 22810312-00 . S0W
CDM-TC Elite 50 | m.siver | 2,10 22810372-00 S000K - 5500 Im - Rar 90 - 24 _
- — — - - - Medium
Reflector: in oxidized aluminium with semi-spherical facets. Beam

Leo 4 - wide Beam - Base Asy /7 SO 080

CELL Lamps (Ta=25°C) CDM-TC |ose : 95°

wattage/W colour weight code Kelvin - glm - Ra ngv?/ S: ?/2

CDM-TC Elite 50 | white 2,10 22810319-00 65° 654
- K- Im-R - 40°

CDM-TC Elite 50 | m. siver | 2,10 22810379-00 3000K - 5300 Im - Ra 90 - 40 wide |ss ot

Reflector: in oxidized and faceted matt aluminium Beam |z ;5?

E
25° 162 69

m,
5° 15 25°




Daryl - Omnitrack
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Gotham
CELL Lamps (Ta=25°C)
wattage/W colour weight code Kelvin - gim - Ra
CDM-T Elite 50 m. silver 1,70 22260475-00 3000K - 5500 Im - Ra 90
Version supplied with bracket and electric cable only.
To be used with acc. 22093371 /93315/93334-00 for tfrack mounted applications.
= = = & 1P40ko7 7/
&
: o
{ $5 + =
n - == CDM-T..MT
= EL G12
C O T A2

Fosnova

Housing: die-cast aluminium.
Diffuser: protection clear tempered
glass.

Supplied with electronic ballast.

CDM-T
Elite
50W

CELL Lamps (Ta=25°C)
wattage/W colour weight code Kelvin - glm - Ra
CDM-T Elite 50 white 3,70 22250070-08 3000K - 5500 Im - Ra 90

Reflector: Polished anodised aluminium.
To be used with acc. 22093371/93315/93334-00 for track mounted applications. Adjustable focus: pos. 1
medium beam - pos. 2 narrow beam.
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Fosnova
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I : Housing: die-cast aluminium.
+ } A == Diffuser: protection clear tempered
M S glass.
E:l = EL CD'\ngé'MT Supplied with electronic ballast.
—
[ A2
Epik
CELL Lamps (Ta=25°C) CDM-T
wattage/W colour weight code Kelvin - glm - Ra ]Igg(\?\/
CDM-T 100 Elite | white 3,50 22243115-00
CDM-T 100 Elite | m. siiver | 3,50 22243175-00 3000K - 11000Im - Ra 90
Reflector: Polished anodised aluminium.
'| =
IP20iko7 7 ﬁ
= —_——— ‘f:__;'. -
T _1- L
& — ] - o 8
Jln’ 110 y
= = I e
— = i ES 1 . h
—_—— = i : !
- 390 [ 180 b e —
[ Housing: die-cast aluminium.
|:|:::| = Diffuser: protection clear tempered
L glass.
—
= i D\ Supplied with electronic ballast.
= G12
Wy iank
Trial One - Omnitrack
CELL Lamps (Ta=25°C) CDM‘T 65
wattage/W colour weight code Kelvin - glm - Ra ]E“TS\/
CDM-T100 Eite | whife | 4,40 22347115-08 0
CDM-T 100 Elite black 4,40 22347135-08 3000K - 11000Im - Ra 90
CDM-T 100 Elite m. silver 4,40 22347175-08
Reflector: High-performance hammered aluminium.
Version supplied with bracket only. Ceiling installation on track, together with acc. 22025305-00/10/31-00

(for max: 70W); wall installation on track together with acc. 22093315-00/71/34-00 or directly on the wall
with base acc. 22091410-00/30/70-00.




Fosnova
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{ Housing: die-cast aluminium.
— Diffuser: protection clear tempered
= EL D E:‘ glass.
A2 2180 = Reflector: in oxidized and faceted
aluminium.
con T supplied with electronic ballast, Soft |8
Start and LOOP-IN system. [
H [1% &) T~ o I
Milano “T” - Narrow Beam Lo
CELL Narrow Beam Lamps (Ta=25°C) CDM-T O=
wattage/W colour weight code Kelvin - glm - Ra 1%8% IEZLI %
CDM-T 50 Elite white 1,00 22080510-00 =)
CDM-T 50 Elite m. silver 1,00 22080570-00 3000K - 5500im - Ra 70 Fascio % 8
CDM-T 100 Elite white 1,00 22080414-00 Stetto —
CDM-T 100 Elite | m.silver | 1,00 22080474-00 3000K - 11000 - Ra 70
Milano “T” - Medium Beam
CELL Medium Beam Lamps (Ta=25°C) CD_M'T
wattage/W colour weight code Kelvin - glm - Ra ]%“(23\/
CDM-T 50 Elite white 1,00 22080511-00
CDM-T50 Elite | m.siver | 1,00 22080571-00 3000K - 5500Im - Ra 90 Medium
CDM-T 100 Elite white 1,00 22080415-00 Beam
CDM-T 100 Elite | m. silver | 1,00 22080475-00 3000K - 11000 - Ra 70
f}_---'ﬂ"‘ e — & voIP20Kk07 @
o l v.IP40iko7

[ ]
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160

— — \ 2200 |

Housing: die-cast aluminium.

Diffuser: protection clear tempered

—
EEL D E:l glass.
T A2l 2 180 = Reflector: in oxidized and faceted
aluminium.
con T T supplied with electronic ballast, Soft
Start and LOOP-IN system.
Milano “T” - Wide Beam
CELL Wide Beam Lamps (Ta=25°C) CD_M'T
wattage/W colour weight code Kelvin - glm - Ra ]%Ig(\i/
CDM-T 50 Elite white 1,00 22080512-00
CDM-T50 Elite | m.silver | 1,00 22080572-00 3000K - 5500Im - Ra 70 Wwide
CDM-T 100 Elite white 1,00 22080416-00 Beam
CDM-T 100 Elite | m.silver | 1,00 22080476-00 3000K - 11000 - Ra 70
Milano “T” - Fascio Extra Largo COMT
CELL fascio Extra Largo Lamps (Ta=25°C) .M_
- . Elite
wattage/W colour weight code Kelvin - glm - Ra 100W
CDM-T 50 Elite white 1,00 22080513-00
CDM-T 50 Elite m. silver 1,00 22080573-00 3000K - 5500Im - Ra 90 Fascio
CDM-T 100 Elite white 1,00 22080417-00 Extra
CDM-T 100 Elite | m.silver | 1,00 22080477-00 3000K - 11000 - Ra 90 Largo




| 110 |l 344 |
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CDM-T..MT
G12

Rond 3

CELL Lamps (Ta=25°C)
wattage/W colour weight code Kelvin - glm - Ra
CDM-T 50 Elite white 1,00 22174511-00 3000K - 5500lm - Ra 920
CDM-T 100 Elite white 1,00 22174514-00 3000K - 11000Im - Ra 90

Fosnova

Housing: die-cast aluminium.
Diffuser: protection clear tempered
glass.

Supplied with electronic ballast.

CDM-T
Elite
100W

DOWNLIGHT
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I e — Housing: die-cast aluminium.
L | 5288 IE)“- == EL == Diffuser: protection clear tempered
~ A2 glass.
CD'\é'Ié‘MT Supplied with electronic ballast.
Mac 2
CELL Lamps (Ta=25°C) COM-T
wattage/W colour weight code Kelvin - glm - Ra
CDM-T 50 Elite white 2,50 22187713-08 3000K - 5500lm - Ra 90
CDM-T 50 Elite m. silver 2,50 22187773-08 3000K - 5500lm - Ra 90
CDM-T 100 Elite white 2,80 22187714-08 3000K - 11000 Im - Ra 90
CDM-T 100 Elite m. silver 2,80 22187774-08 3000K - 11000 Im - Ra 90
Reflector: High-efficiency polished anodised aluminium.

ADJUSTABLE RECESSED
DOWN LIGHT

v.alP20iko07
v..IP40iko7
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-\' C E)i‘ H Housing: die-cast aluminium.
et — L= Diffuser: protection clear tempered
L 205 3550 glass.
CDM-T..MT
E:l G12 For version CDM-T to use with box code
22092001-00, 22092016-00, 2209201 1-00.
Corner “T-W”
S+l Lamps (Ta=25°C) CDM-T
wattage/W colour weight code Kelvin - glm - Ra Elite
CDM-T50 Elte | white 0,70 2208721400 3000K - 5500im - Ra 90 100w
CDM-T 50 Elite | m. siver | 0,70 22087273-00 3000K - 5500Im - Ra 90

Reflector: High-efficiency polished anodised aluminium.




Fosnova

IP40io4 7
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| 160 | | 2160 [
T e Housing: die-cast aluminium.
/D — f = Diffuser: protection clear tempered
' glass.
— CDM-TC..MT
=" G8,5 Supplied with electronic ballast.
[ A2
Corner 160 - F
CELL Lamps (Ta=25°C) C?E??"TC ES
wattage/W colour weight code Kelvin - glm - Ra 56\;
CDM-TC 50 Elite | white 1,00 22088112-00 3000K - 5500lm - Ra 90
CDM-TC 50 Elite | m. silver 1,00 22088172-00 3000K - 5500Im - Ra 90
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[ Housing: die-cast aluminium.
/D =T Diffuser: protection clear tempered
L |e150 . — glass.

— CDM-TC...MT ) . )

==r G8,5 Supplied with electronic ballast.

~ A2
Lotus 7 — CDM-TC

CELL Lamps (Ta=25°C) Elite

wattage/W colour weight code Kelvin - glm - Ra 50W
CDM-TC 50 Elite | white 0.80 22088710-00 3000K - 5500im - Ra 90
CDM-TC 50 Elite | m. silver 0.80 22088770-00 3000K - 5500Im - Ra 90




Fosnova

v.alP20v. V

| 160 | | % 160 |
= y Housing: die-cast aluminium.
= EL = Diffuser: protection clear tempered
20° |7 A2 150 glass.
CDM-T..MT
G12 Supplied with electronic ballast.
40° 48°
Robin 2 s
="EO CDM-TC |-
CELL Lamps (Ta=25°C) Biit
wattage/W colour weight code Kelvin - glm - Ra 56\2
CDM-TC 50 Elite | white 0,90 22181910-00 3000K - 5500Im - Ra 90
CDM-TC 100 Elite | white 0,90 22181915-00 3000K - 11000 Im - Ra 90
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Housing: die-cast aluminium.
A E:‘ == Diffuser: protection clear tempered glass.
40° fis0ox1¢60) CDM versions are complete with lamp
CDM-T..MT without electronic wiring. Gear boxis to
G12 be bought separately code 22092016-
00 (50W) /22092018-00 (100W)
Shop 1
S+L Lamps (Ta=25°C) CD_M'T
wattage/W colour weight code Kelvin - glm - Ra ng\/?l
CDM-T 50 Elite m. silver 0,90 22181071-00 3000K - 5500Im - Ra 90
CDM-T 100 Elite m. silver 0,90 22181072-00 3000K - 11000 Im - Ra 90
Shop 2
S+l Lamps (Ta=25°C) CDM-T
wattage/W colour weight code Kelvin - glm - Ra ng\f/
CDM-T 2x50 Elite | m.silver | 2,60 22181076-00 3000K - 5500im - Ra 90
CDM-T 2x100 Elite | m.silver | 2,70 22181077-00 3000K - 11000 Im - Ra 90
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Elite
50W

170

Housing: die-cast aluminium.
/ =T Diffuser: protection clear tempered
: . lass.
> E’j = o™t SQUOSSHed with electronic ballast
I Ii AD G8,5 pp
Matrix B3 - omnitrack
CELL-F Clear floodlight CELL-F Medium floodlight CELL-F Dark floodlight
wattage/W colour weight code weight code weight code
CDM-TC Elite 50 FS m. silver | 1,80 22101071-00 1,80 22101072-00 1,80 22101073-00
CDM-TC Elite 50 FM m. silver | 1,80 22101174-00 1,80 22101175-00 1,80 22101176-00
CDM-TC Elite 50 FL m. silver | 1,80 22101274-00 1,80 22101275-00 1,80 22101276-00
Specific parabolic optics for businesses are available upon request
Matrix B3 - Base
CELL Clear floodlight CELL Medium floodlight CELL Dark floodlight
wattage/W colour weight code weight code weight code
CDM-TC Elite 50 FS m. silver | 1,80 22201071-00 1,80 22201072-00 1,80 22201073-00
CDM-TC Elite 50 FM m. silver | 1,80 22201174-00 1,80 22201175-00 1,80 22201176-00
CDM-TC Elite 50 FL m. silver | 1,80 22201274-00 1,80 22201275-00 1,80 22201276-00
Specific parabolic optics for businesses are available upon request
IP40ko7 ¥/
CDM-T
— Elite
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Housing: die-cast aluminium. g (29
R = Diffuser: protection clear tempered Q=
glass. o
CDM-TC...MT . ) . O 0.
E:] G8,5 Supplied with electronic ballast. Q)
QT
. )
Matrix Eta 1 - Base
CELL Clear floodlight CELL Medium floodlight CELL Dark floodlight
wattage/W colour weight code weight code weight code
CDM-TC Elite 50 white 1,00 22176010-00 1,00 22176011-00 1,00 22176012-00

Specific parabolic optics for businesses are available upon request




